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Our new and improved RX6 Fire Hose Reel Box

With their innovative design, reinforced non-deformable structure and alarm security, the RX6 Fire Hose Reel
Box is designed and built to provide long lasting protection for fire hose reels making them ideally suited for
harsh environments and outdoor applications.

Why do you need to protect  Fire Hose Reel Regulations
your fire safety equipment?

Fire Hose Reel Regulations require routine and
regular checks to be carried out by the responsible

Fire hose reels located in areas with public access, person or their representative at suitable intervals,
or kept outdoors, can be vulnerable to corrosion, dependent upon the premises risk assessment, to
accidental damage, misuse or vandalism. ensure;

Weatherproof and waterproof, the RX6 Hose Reel +  Hose reels are located in their designated place
Box is chemical resistant, fully recyclable and +  They are unobstructed and signage and
UV-stabilised PE. instructions are legible

There are no defects, corrosion or leaks
Made of polypropylene by injection moulding, their

solidity and durability is guaranteed to withstand
even the harshest conditions.

Benefits

Protect hose reels from corrosion - fire hose reels
stored outdoors or in corrosive atmospheres can
become unsafe for use or inoperable.

Prevent accidental damage - when fire hose reels
are exposed to public access there is a risk of
accidental damage - and even minor tampering can
result in the equipment failing to operate properly
when it is required.

Lockable to prevent theft, misuse or vandalism - the
RX6 Hose Reel Box can also be locked to prevent
theft, misuse or vandalism.

To find out how we can support you please contact us on:
. 0333 010 2000 M?ACR L OWE

w. marlowefireandsecurity.com FIRE & SECURITY
e. hello@marlowefireandsecurity.com




Applications

L

Holiday Garage Aviation Construction Industrial Festivals
Parks Forecourts Spaces Spaces sites
Features
v Dimensions: Ergonomic side handles for easy carrying, as
Height: 650mm Width 600mm Length 600mm well as space for a padlock
v~ Builtin gV alarm Highly resistant to water, UV rays and high and
low temperatures
v Hinge on the back & clasp on front
Internal TPE seal protects against dust and
v Fully weatherproof water ingress
vy~ Corrosion resistant High resistance to flammability and fuel and
lubricating oil
Manufactured from new advanced UV
v stabilised materials Smooth, soft lid to support with sign
application
v’ Complete with fire action sign
Subject to an approximate 2-3 week
turnaround from order to dispatch

Ergonomic side
handles

Polypropylene
non-deformable
structure

To find out how we can support you please contact us on:
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9oV alarm

Safety clasp
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